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BOUNDARY 
LUBRICATING 
BEARINGS

Steel /sintered porous bronze / acetal resin (POM)

Max. load

Static 250N / mm2

Very low speed 140N / mm2

Rotating oscillating 70N / mm2

Max. PV 3N / mm2*m/s

Temperature limit -40°C ~ + 130°C

Friction coefficient 0,05 ~ 0,20

Max. speed
Dry running 2m/s

Hydrodynamic operation >2m/s

Thermal conductivity 50W (m*K)-1

Coefficient of thermal expansion 11*10 -6 [ K-1]

Main field of application: 
• automotive: hydraulic steering, electric driving, pedals,  vehicle chassis, ABS...
• industry: forgin and pressing machine, mining machinery, hydraulic and rolling steel industry, agricultural machinery, 
knitting machine....

Available in both cylindrical and washer version

• Recommended shaft tolerances: 8 ~ 75  = f7 /  80 ~ 300  = h8
• Recommended seat tolerances: H7

• We recommend pre-lubrication during assembly
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CPX

BOUNDARY LUBRICATING BEARINGS

CODE
Diameters Thickness

f1 f2 Ø h
Ø d assembled

Length (L)
0

Ø d Ø D min max min max -0,4

CPX 8 10

0,955 0,980 0,5 0,3

4

+0,040
+0,108

8 10 12

CPX 10 12 10 12 15 20

CPX 12 14 10 12 15 20 25

CPX 14 16 15 20 25

CPX 15 17 10 12 15 20 25

CPX 16 18 15 20 25

CPX 18 20 +0,110 15 20 25

CPX 20 23

1,445 1,475 0,8 0,4 +0,050 +0,131

10 15 20 25 30

CPX 22 25 15 20 25 30

CPX 24 27 15 20 25 30

CPX 25 28

6

15 20 25 30

CPX 28 32

1,935 1,970 1,0 0,6 +0,060 +0,155

20 30

CPX 30 34 15 20 25 30 40

CPX 32 36 30 40

CPX 35 39 20 30 40 50

CPX 40 44

8

20 30 40 50

CPX 45 50

2,415 2,460 1,2

0,8

+0,080

+0,195 30 40 50

CPX 50 55

+0,200

20 30 40 50 60

CPX 55 60 40 50 60

CPX 60 65 30 40 60 70

CPX 65 70 50 70

CPX 70 75 40 50

CPX 75 80 50 60 80

CPX 80 85

2,385 2,450 1,4 9,5

+0,100

+0,265

60 100

CPX 85 90 60 100

CPX 90 95 60 100

CPX 95 100 60 100

CPX 100 105 60 115

CPX 105 110

+0,110

60

CPX 110 115 60

CPX 115 120 +0,267 50 70

CPX 120 125

+0,270

60 100

CPX 125 130 100

CPX 130 135 60 100

CPX 135 140 60

CPX 140 145 60 100

CPX 150 155 60 100

CPX 160 165 60 100

CPX 170 175 60

CPX 180 185

+0,276

100

CPX 200 205 100

CPX 220 225 60 100

CPX 250 255
+0,282

100

CPX 300 305 100

unit: mm

For bushings with dimensions (or tolerance) other than those listed in this catalogue, please consult us.
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BOUNDARY LUBRICATING BEARINGS

CODE Ø d
+0,25

Ø D
-0,25

S
+0,12

h
+0,4

T
-0,05

0 0 -0,12 +0,1

CPRX 10 15 15
1,5

1,5

CPRX 12 24 18

CPRX 14 26 20

2CPRX 16 30 23

CPRX 18 32 25

CPRX 20 36 28

3
CPRX 22 38 30

CPRX 24 42 33

CPRX 26 44 35

CPRX 28 48 38

4

CPRX 32 54 43

CPRX 38 62 50

CPRX 42 66 54

CPRX 48 74 61

2,5CPRX 52 78 65

CPRX 62 90 76

CPRX 
THRUST WASHER

unit: mm

For bushings with dimensions (or tolerance) other than those listed in this catalogue, please consult us.


