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Outer Sleeve: anodized aluminum
Inner bushing: CP or CPX type

Compression Strength P max 350N / mm2

Permissible specific static pressure P max 250N / mm2

Specific dynamic pressure at very low speed P max 140N / mm2

Specific dynamic pressure in standard service P max 17~ 60 / mm2

Permissible sliding speed at dry conditions V max 2m / sec

Permissible sliding speed with lubricant (oil water) V max 3,2m / sec

Working Temperature Dry condition -150 + 240°C

Coefficient of thermal expansion Dry condition 11 × 10-6 K -1  

Thermal conductivity >42W  (m × k) -1  

Recommended seat tolerances: H7

Recommended shaft tolerances:
• hardened ground h7
• hardened ground & chromed h7
• rectified & chromed h7
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Shaft (d) CODE CODE
Dimensions

D h7 L h12 Da F ß°

12
BA1232TTS

22 32 21
BAO1232TTS 7,5 79

16
BA1636TTS

26 36 24,9
BAO1636TTS 10 79

20
BA2045TTS

32 45 30,3
BAO2045TTS 10 60

25
BA2558TTS

40 58 37,5
BAO2558TTS 12,5 60

30
BA3068TTS

47 68 44,5
BAO3068TTS 13,5 55

40
BA4080TTS

62 80 59
BAO480TTS 18 55

50
BA50100TTS

75 100 72
BAO50100TTS 23 55

Shaft (d) CODE
Dimensions

D h7 L h12

12 BAL1228TT 19 28

14 BAL1428TT 21 28

16 BAL1630TT 24 30

20 BAL2030TT 28 30

25 BAL2540TT 35 40

30 BAL3050TT 40 50

40 BAL4060TT 52 60

50 BAL5070TT 62 70
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For bushings with dimensions (or tolerance) other than those listed in this catalogue, please consult us.


