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SELF-LUBRICATING 
SINTERED IRON 
BEARINGS

Suitable for high load. Good friction factor. Silent working. Reduced tolerances.

• Standard tolerances: inside diameter E7, outside diameter r7
• Recommended seat tolerances: H7
• Recommended shaft tolerances: h7
• Shaft Hardness > 50 HRC
• Shaft Roughness < 0,3 RA

Density (gr./cm3) 5,7 ~ 5,9

Static Load (kg./cm2) 500

Dynamic Load (PV=kg./cm2 × m/sec.) 13

Max Linear Speed (m./sec.) 5

Volume of oil impregnation (%) 22

Hardness (HB=kg./cm2) 35

Friction coefficient 0,025

Traction resistance (kg./xmm2) 18 ~ 26

Elongation (%) 2 ~ 4

Max thermal temperature with mineral oil (°C) -20 ~ +90

Max thermal temperature with synthetic oil (°C) -20 ~ +120

Iron Sint A00
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CODE Ø i Ø o L

6C10 6 10 8-10

6C12 6 12 12

8C12 8 12 8-10-12-14-16

10C13 10 13 10

10C14 10 14 10-16

10C16 10 16 10-16-20

12C16 12 16 12-16-20-25

12C18 12 18 12-16-20-25

14C20 14 20 12-20-30

15C20 15 20 12-16-20-25-30

15C22 15 22 20-30

16C20 16 20 12-16-20-28

16C22 16 22 16-20-22-25-30

18C22 18 22 20-30

18C25 18 25 16-20-30

20C24 20 24 20-24-30

20C25 20 25 20-30-40

20C26 20 26 15-20-30

20C28 20 28 20-25-30-40

CODE Ø i Ø o L

20C30 20 30 20-25-30

22C28 22 28 25-40

22C32 22 32 20-30

24C28 24 28 25

25C30 25 30 20-25-30-35-40

25C32 25 32 12-25-30-35-40

25C35 25 35 25-35-45-50

30C35 30 35 30-45

30C40 30 40 30-40-45-50-60

35C45 35 45 35-45-50-55

40C50 40 50 40-50-60-80

45C55 45 55 45-60

50C60 50 60 50-60-70

55C65 55 65 70

60C70 60 70 50-60-70

65C80 65 80 60

70C85 70 85 60-70-90

80C95 80 95 70-100

CODE Ø i Ø o Ø f f.t. L

8F12 8 12 16 2 12-14

8F14 8 14 18 3 8

10F14 10 14 18 2 12

10F16 10 16 20 3 10

12F16 12 16 18 2 12

12F18 12 18 22 3 12

14F20 14 20 25 3 12

15F22 15 22 28 3 12-16-22

16F22 16 22 28 4 16

CODE Ø i Ø o Ø f f.t. L

18F25 18 25 32 4 16

20F28 20 28 35 4 16-20-30-35

25F30 25 30 40 4 16

25F35 25 35 45 5 25

30F40 30 40 50 5 20-30

35F45 35 45 55 5 20-35

40F50 40 50 60 6 25-40-50

50F60 50 60 70 6 30-50

SELF-LUBRICATING SINTERED IRON BEARINGS

IRON 
TYPE C

IRON
TYPE F

unit: mm

unit: mm

For bushings with dimensions (or tolerance) other than those listed in this catalogue, please consult us.

f.t.


