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WRAPPED 
BRONZE 
BEARINGS

Wrapped bearing completely consisting of CuSn8 homogeneous bronze with diamond shakes indentations on its surface 
that allow the lubricant to be initially  accumulated and progressively released during operation. Fit for work in dirty 
environments where it requires resistance to wear and seizure. For example:  agricultural machinery, excavators, tippers...

Available in both cylindrical and flanged version.

• Recommended seat tolerances: H7
• Recommended shaft tolerances: d7

Max. load

Static 120N / mm2

Very low speed 40N / mm2

Breaking limit 450N / mm2

Max. PV 2,8N / mm2*m/s

Temperature limit -100°C ~ + 200°C

Friction coefficient 0,08 ~ 0,25

Thermal conductivity 58W (m*K)-1

Coefficient of thermal expansion 18,5*10 -6 [ K-1]

Hardness of thermal expansion HB 110-150

CuSn8 homogeneous bronze
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CPBL

WRAPPED BRONZE BEARINGS

CODE
Diameters

f1 f2
Ø d assembled Ø D

Length (L)
0

Ø d Ø D min max min max -0,4

CPBL 10 12

0,6 0,3

+0,000

+0,030

+0,030 +0,065

10 15 20

CPBL 12 14

+0,043

10 15 20

CPBL 14 16 10 15 20 25

CPBL 15 17 10 15 20 25

CPBL 16 18 10 15 20 25

CPBL 18 20 10 15 20 25

CPBL 20 23

0,7

0,4

+0,052 +0,035 0,075

10 15 20 25

CPBL 22 25 15 20 25 30

CPBL 24 27 15 20 25 30

CPBL 25 28 15 20 25 30

CPBL 28 31 15 20 25 30

CPBL 30 34

1,2

15 20 25 30 35 40

CPBL 32 36

+0,062 +0,045 +0,085

15 20 25 30 35 40

CPBL 35 39 15 20 25 30 35 40

CPBL 40 44 20 25 30 35 40 50

CPBL 45 50

1,8 0,6

20 25 30 35 40 50

CPBL 50 55 20 25 30 35 40 50 60

CPBL 55 60

0,074 +0,055 +0,100

20 25 30 35 40 50 60

CPBL 60 65 25 30 35 40 50 60 70

CPBL 65 70 30 35 40 50 60 70

CPBL 70 75 30 35 40 50 60 70 80

CPBL 75 80 30 35 40 50 60 70 80

CPBL 80 85 30 35 40 50 60 70 80

CPBL 85 90

+0,087 0,070 +0,120

30 35 40 50 60 70 80 90

CPBL 90 95 30 35 40 50 60 70 80 90

CPBL 95 100 40 50 60 70 80 90 100

CPBL 100 105 50 60 70 80 90 100

CPBL 105 110 50 60 70 80 90 100

CPBL 110 115 60 70 80 90 100

CPBL 115 120 60 70 80 90 100

CPBL 120 125 60 70 80 90 100

CPBL 125 130

+0,100 +0,100 +0,170

60 70 80 90 100

CPBL 130 135 60 70 80 90 100

CPBL 135 140 60 70 80 90 100

CPBL 140 145 60 70 80 90 100

CPBL 145 150 60 70 80 90 100

CPBL 150 155 60 70 80 90 100

CPBL 160 165 60 70 80 90 100

CPBL 170 175 60 70 80 90 100

CPBL 180 185 60 70 80 90 100

CPBL 185 190

+0,115 +0,130 +0,210

60 70 80 90 100

CPBL 190 195 60 70 80 90 100

CPBL 195 200 60 70 80 90 100

CPBL 200 205 60 70 80 90 100

CPBL 205 210 60 70 80 90 100

CPBL 215 210 60 70 80 90 100

CPBL 225 230 60 70 80 90 100

CPBL 230 235 60 70 80 90 100

CPBL 240 245 60 70 80 90 100

CPBL 250 255 60 70 80 90 100

CPBL 260 265

+0,130 +0,170 +0,260

60 70 80 90 100

CPBL 280 285 60 70 80 90 100

CPBL 290 295 60 70 80 90 100

CPBL 300 305 60 70 80 90 100

unit: mm

For bushings with dimensions (or tolerance) other than those listed in this catalogue, please consult us.
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CPBLF

WRAPPED BRONZE BEARINGS

CODE
Diameters

L1 f1 f2
Ø d assembled Ø D

Lenght (L)
0

Ø d Ø D Ø FL min max min max -0,4

CPBLF 25 28 35 1,5 0,7 0,3

+0,000

+0,052 +0,035 +0,075
15 25

CPBLF 30 34 45

2 1,2 0,4

20 30

CPBLF 35 39 50

+0,062 +0,045 +0,085

20 30 35

CPBLF 40 44 55 25 40

CPBLF 45 50 60

2,5 1,8 0,6

30 45 50

CPBLF 50 55 65 30 50

CPBLF 55 60 70

+0,074 +0,055 +0,100

30 50

CPBLF 60 65 75 30 60

CPBLF 65 70 80 30 60

CPBLF 70 75 85 40 70

CPBLF 80 85 100 40 80

CPBLF 90 95 110

+0,087 +0,070 +0,120

50 90

CPBLF 100 105 120 50 90

CPBLF 110 115 130 50 90

CPBLF 120 125 140 50 90

CPBLF 130 135 155

+0,100 +0,100 +0,170

60 90

CPBLF 140 145 165 60 90

CPBLF 150 155 180 60 90

CPBLF 160 165 190 60 90

CPBLF 170 175 200 60 90

CPBLF 180 185 215 60 90

CPBLF 190 195 225

+0,115 +0,130 +0,210

60 90

CPBLF 200 205 235 60 90

CPBLF 225 230 260 60 90

CPBLF 250 255 290 60 90

CPBLF 265 270 305

+0,130 +0,170 +0,260

60 90

CPBLF 285 290 325 60 90

CPBLF 300 305 340 60 90

unit: mm

For bushings with dimensions (or tolerance) other than those listed in this catalogue, please consult us.


